
VICINITY MAP

N.T.S.

THERE WILL BE NO CHANGES IN SPECIFICATION, DIMENSIONS, OR MATERIALS

UNLESS APPROVED BY THE ENGINEER RESPONSIBLE FOR THIS DRAWING.

THE DRAWINGS ARE PREPARED COOPERATIVELY BY THE NATURAL

RESOURCE CONSERVATION SERVICE FOR THE NAMED LANDOWNER.

CONSTRUCTION FOUND NOT IN ACCORDANCE WITH THESE DRAWINGS AND

SPECIFICATIONS SHALL VIOLATE THE COOPERATIVE  AGREEMENT AND ALL

DRAWINGS, SPECIFICATIONS, AND QUANTITIES ESTIMATE SHALL

IMMEDIATELY BE RETURNED TO THE LOCAL NRCS OFFICE.

GENERAL NOTES:

 PLEASE CONTACT THE DISTRICT SOIL CONSERVATION DISTRICT  AT

LEAST 3 DAYS PRIOR TO CONSTRUCTION TO ARRANGE A

PRE-CONSTRUCTION MEETING @ PHONE #

 A CONSERVATION TECHNICIAN SHALL VERIFY CUT/GRADE STAKES AT

THE CONTRACTORS REQUEST

MATERIALS LIST

ALL EXCAVATION AND METHODS OF CONSTRUCTION SHALL BE

      IN ACCORDANCE WITH THE MARYLAND OCCUPATIONAL

      SAFETY AND HEALTH ADMINISTRATION (MOSHA) STANDARDS

      AS SET FORTH IN THE LATEST VERSION OF THE CODE OF

      MARYLAND REGULATIONS

SAFETY REGULATIONS

LANDOWNER
313 - waste storage structure

561 - heavy use area

635 - wastewater treatment strip

382 - fencing

(DISTRICT soil conservation district)

CONSTRUCTION NOTIFICATION

The Contractor/Owner is to notify the                                 SOIL

CONSERVATION DISTRICT at least 72 hours prior to

construction to facilitate any scheduling, layout, or preliminary

mobilization necessary to ensure proper construction

inspection to enable appropriate certification of the project.

It is the Landowner's responsibility to obtain all County, State,

and Federal permits that may be needed, and to maintain this

structure and related regulations.

DISTRICT

OWNER/CONTRACTOR STATEMENT

I CERTIFY THAT THIS DESIGN HAS BEEN

EXPLAINED TO ME BY A REPRESENTATIVE OF

THE ______________________ SOIL

CONSERVATION DISTRICT, AND I UNDERSTAND

THE CONTENTS, ALL CONSTRUCTION WILL BE

DONE ACCORDING TO THESE PLANS AND

SPECIFICATIONS, I FURTHER UNDERSTAND

THAT ALL CONSTRUCTION WILL BE UNDER THE

INSPECTION OF THIS OFFICE.

OWNER'S SIGNATURE                      DATE

CONTRACTOR'S SIGNATURE           DATE

DISTRICT

SITE

SHEET                       TITLE

2..................................PLAN VIEW/PROFILES

3..................................DESIGN CUT SHEETS

4..................................WASTEWATER TREATMENT/SEEDING DETAILS

5..................................FENCING

DANGER

SIGN REQUIRED FOR BEEF, POULTRY AND

HORSE DRY STACKING STRUCTURES.

PLACE ONE SIGN AT EACH

ENTRANCE/ACCESS POINT.

THE CONSERVATION PRACTICE(S) MEETS OR EXCEEDS

NRCS STANDARDS AND SPECIFICATIONS

SIGNATURE                        DATE

AS-BUILT STATEMENT

INSPECTED BY

CONSTRUCTION APPROVAL

VERIFIED DISTRICT

CONSERVATIONIST

SIGNATURE                        DATE

SIGNATURE                        DATE



PLAN VIEW
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METAL MANURE SCREENS (2EA)

24" LONG X 10" HIGH

12" CONCRETE CURBS

(SEE DETAIL ON THIS SHEET)

METAL OR PT LUMBER

SLIDE BRACKETS

8" BAR GUARD

4

'

3

'

MANURE SCREEN AND

COLLECTION DETAIL

N.T.S.

1 

1

2

" MESH

3

4

" MESH



CONCRETE FLOOR DETAIL

CF-5

Notes:

1) 4000 psi concrete

2) Grade 60 steel

U.S. Department of Agriculture

Natural Resources Conservation Service

Drawing:   CF-5

Issue:

Maryland

NTS

5"

See Table for Steel

2"

___" of _______________ Base Material

6GA 6" X 6" WWM

5
CR-6

PRECAST CONCRETE BLOCKS

2
'

2'

6

'

STANDARD CONCRETE BLOCK DETAIL

N.T.S.

SIDE VIEW

N.T.S.

4
'

CONCRETE FLOOR

12"

CONCRETE

CURB

NOTE: CONCRETE BLOCKS MAY HAVE DIFFRENT

DIMENSIONS AND SPECIFICATIONS. PLEASE HAVE THE

BLOCKS APPROVED BY THE ENGINEER PRIOR TO

INSTALLATION.

12" CONCRETE CURB

CC-1.1.12

Notes:

1) 4000 psi concrete

2) Grade 60 steel

3) Maximum backfill to top of curb (1')

4) Minimum backfill to top of floor

U.S. Department of Agriculture

Natural Resources Conservation Service

Drawing:   CC-1.1.12

Issue:

Maryland

NTS

CONCRETE PAD

CONCRETE

CURB

6"

12"

8"

5"

5"

12"

18"

2EA #4 BAR

#4 BAR @ 16" SPACING

(38" LONG)

6 GA. 6" X 6"  WIRE MESH

32"

CR-6

2"

4"

N.T.S.

FILTER CLOTH

(MINIMUM CLASS SE)

ACCESS LANE DETAIL

CR-6

6"

12"

#4 BAR

6GA 6" X 6" WIRE MESH

SIDE CURB

BARNYARD CURB

ENTRANCE CURB

NOTES:

SURFACE OF RAMP MAY BE TEXTURED TO PROVIDE TRACTION

CONCRETE MINIMUM PSI  =  4000

8"

BARNYARD

1

12

(N.T.S.)

#4 BAR @ 16" SPACING

CONCRETE
BARNYARD RAMP

UNITED STATES

DEPARTMENT OF

AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE

MARYLAND

ISSUE DATE:

DRAWING NO.

MANURE STORAGE WARNING

SIGNS

313-SIGNS

1/2015
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CROSS SECTION B-B'

               NT

DRILL (30) MIN. 1

1

2

" Ø

HOLES IN A DIRECTION

TO ALLOW WATER TO

HIT SPLASH BLOCK

U-BOLT OR

STRAPPING TO

SECURE PIPE TO

FENCE POST

12"x12"  SPLASH BLOCK 2" MIN.

4' SPACING MIN.

NOTE: DRILL 1/4" HOLE

AT 10'-0" SPACING FOR

DRAINAGE.

WASTEWATER TREATMENT

DETAIL

SCALE : 1" = 20'

SEE SECTION SECTION B-B' FOR

SECURING PIPE TO POST

TOTAL AREA

LANDOWNER

TRACT

PRACTICE(S)

AREA 1 AREA 2 AREA 3

MATERIALS/RATE

AMOUNT

PLANNED

AMOUNT

PLANNED

AMOUNT

PLANNED

AMOUNT

APPLIED

AMOUNT

APPLIED

FERTILIZER 10-20-20

500LBS/AC

AMOUNT

APPLIED

LIME - 2TONS/AC

DOLOMITIC

SEED MIXTURE

(SEE BELOW)

MULCH

2 TONS/AC

ENTER KINDS AND AMOUNT OF SEED BELOW NOTE: INOCULATE ALL LEGUMES

NRCS SEED MIX #

DISK ALL DISTURBED AREAS TO A DEPTH OF 4-6"

CULTIPACK AFTER SEEDING

SEEDING DATES

AREA 1

NRCS SEED MIX # NRCS SEED MIX #

AREA 2 AREA 3

PLAN APPROVED BY: CHECKED FOR TECHNICAL COMPLANCE BY:

TITLE DATE TITLE DATE

UNITED STATES

DEPARTMENT OF

AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE

MARYLAND

ISSUE DATE:

DRAWING NO.

7/2014

S-1.0

SEEDING



WIRE FENCE BRACE DETAILS

382-E-FENCE.DWG

MARYLAND STANDARDS FOR AGRICULTURAL BMPS 

DETAIL  382-E - FENCE

DATE ISSUED:  June, 2003 SHEET     OF

MARYLAND DEPARTMENT OF AGRICULTURE

MARYLAND SOIL CONSERVATION DISTRICTSNATURAL RESOURCES CONSERVATION SERVICE

U.S.DEPARTMENT OF AGRICULTURE

382-F-FENCE.DWG

MARYLAND STANDARDS FOR AGRICULTURAL BMPS 

DETAIL  382-F - FENCE

DATE ISSUED:  June, 2003 SHEET     OF

MARYLAND DEPARTMENT OF AGRICULTURE

MARYLAND SOIL CONSERVATION DISTRICTS
NATURAL RESOURCES CONSERVATION SERVICE

U.S.DEPARTMENT OF AGRICULTURE

"WESTERN UNION" FENCE WIRE SPLICE

ATTACHING WIRES TO POSTS

STAPLES

FENCE STAPLES AND WIRE ATTACHMENT

ATTACHING WOODEN BATTENS TO WIRES

SINGLE SPAN BRACE ASSEMBLY

(at corners, ends, or gates)

DOUBLE SPAN BRACE ASSEMBLY

(at corners, ends, or gates)

HIGH TENSILE SMOOTH WIRE FENCE BRACES

U.S.DEPARTMENT OF AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE MARYLAND SOIL CONSERVATION DISTRICTS

MARYLAND DEPARTMENT OF AGRICULTURE

SHEET     OFDATE ISSUED:  July, 2003

DETAIL  382-D3 - FENCE

MARYLAND STANDARDS FOR AGRICULTURAL BMPS 

382-D3-FENCE.DWG

10

3
.
5

8

DETAIL

LINE PANEL

GATE DETAIL

HIGH TENSILE SMOOTH WIRE FENCE  -  ELECTRIC

U.S.DEPARTMENT OF AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE
MARYLAND SOIL CONSERVATION DISTRICTS

MARYLAND DEPARTMENT OF AGRICULTURE

SHEET     OF
DATE ISSUED: July, 2003

DETAIL  382-D2 - FENCE

MARYLAND STANDARDS FOR AGRICULTURAL BMPS 

382-D2-FENCE.DWG

60
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5 10, 18, 26, 36, 46


